All District Engineers, Walter S. Kos, & Miguel d'Escoto
Michael L. Hine
Special Provision for Controlled Aggregate Mixing System

July 26, 2002

This special provision was developed by the Bureau of Materials and Physical
Research. It should be inserted into all projects requiring Type A granular
material for subbase, base course or shoulders.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the November 8, 2002 and subsequent lettings. The
Project Development and Implementation Section will include the paper copy
in the contract.

This special provision will be available on the transfer directory July 26, 2002.
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CONTROLLED AGGREGATE MIXING SYSTEM (BDE)
Effective: November 1, 2002

Revise the fourth sentence of the first paragraph of Article 311.05(b) of the Standard
Specifications to read:

“The water and granular material shall be mixed through a controlled aggregate mixing
system. The system shall consist of a mechanical mixing device and aggregate and
water measuring devices, meeting the approval of the Engineer.”

Revise the third and fourth sentences of the fourth paragraph of Article 351.05(b) of the
Standard Specifications to read:

“The water and aggregate shall be mixed through a controlled aggregate mixing system.
The system shall consist of a mechanical mixing device and aggregate and water
measuring devices, meeting the approval of the Engineer.”

Delete the third sentence of the first paragraph of Article 351.05(c) of the Standard
Specifications.

Revise the second and third sentences of the first paragraph of Article 481.04(a) of the
Standard Specifications to read:

“The water and aggregate shall be mixed through a controlled aggregate mixing system.

The system shall consist of a mechanical mixing device and aggregate and water
measuring devices, meeting the approval of the Engineer.”
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